North America's Leader in Hazardous Material Information Management

1905 Aston Avenue, Carlsbad, CA 92008
Phone (800) 451-8346 Fax (760) 602-8888

MSDS PRODUCT INFORMATION

Date: 10/07/2005

To: MSDS Requester

From: 3E Company

Subject:  The MSDS you have requested

[ ] MSDSNOT REQUIRED
In response to your request for a Material Safety Data Sheet, according to the OSHA Hazard Communicatin Standard

(Right-to-Know), the following item is an article. Articles are defined in 29 CFR 1910.1200(c). Products such as
Drugs, cosmetics, food, or alcoholic beverages, wood or wood products, and tobacco or tobacco products, as defined in
29 CFR1910.1200(b)(6), are exempt from the Hazard Communication Standard. Items that are considered articles, as
defined in 29 CFR 1910.1200(c), are also exempt from this Standard. Therefore, the manufacturer is not required to
provide an MSDS for this product.

[ ] MSDSDISCONTINUED PRODUCT
In response to your request for a Material Safety Data Sheet, the manufacturer has discontinued the product listed

below. The MSDS Attached is the most current version, or an MSDS is no longer available.

[X] MSDSBEST COPY AVAILABLE
The MSDS attached is the best copy available from the manufacturer.

[ 1 MANUFACTURER NO LONGER IN BUSINESS
In response to your request for a Material Safety Data Sheet, a current MSDS could not be obtained for this product. It

has been determined that the manufacturer listed below is no longer in business. A current address and phone number
could not be located.

Manufacturer: AlphaMetals
Product Name: 53982 Lead Free Solder & Flux Kit
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Tolephores 200-434-5778

PRODUCT NAME (NUMBER)

CHEMICAL FAMILY

DO.T. HAZARD CLASS

53982 Lead Free Solder & Flux Kit

Two separalt components (alloy aad acid).
Corrosive acid.

WEIGHT

CAS OEHA
INGREDIENTS NUMBER PERCENT PEL TLV

FLUX:
Zincg ¢hloride f{ume THab=§6-7 20445 lmg/¢uwm img/cum
ﬁmamni:T ¢bhloride fume 12125-02~9 5-185 NL lom:[c:m
ydrochloric Acid T647-01-0 3-% 7 ¢um 7
ipiad, mg/cu mg ! cum
T:;n 744D-31~% 98 2.0 mg/fecum 2.0 mg/eum
Silver T440=22~4 2 0.0lmg/cum 0.1 mgfcum
ections 111, IV, V{A}, V(B),

VI, Vl! and X periain this produ¢t

1o the ix

{(PUBLISHED OR ESTIMATED VALUES

BOILING POINT Deg F.
{760 om Hg)

VAPOR PRESSURE

imm Hg at 20 Deg Co
VAPOR DENSITY (AIR=l)
SOLUBILITY IN WATER

215 SPECIFIC GRAVITY 133
(H0=1) (@ 71 deg F)

<38 % VOLATILE BY WEIGHT <30
EVAPORATION RATE <l

<] (BUAC = 1)

Appreciable pH <1

APPEARANCE AND ODOR QOff-beige liquid, caramel odor.

FLASH POINT Deg F.
EXTINGUISHING MEDIA

SPECIAL FIRE
FIGHTING
PROCEDURES

UNUSUAL FIRE
AND EXPLOSION
HAZARD

NA - NOT APPLICABLE

TS IAE B Eha ) et S S O L S i o
i Hp . s

'MJL_‘-" ﬂh. P
b nr el | A R ] R T o L

NA
Water fog, foam or carbon dioxide.

None.

Use approved

May release toxic metal halide fumes.
apparatns,

NE - NOT ESTABLISHED NL - NOT LISTEDP UN - UNKNOWN
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53632 Lead Free Solder & Flux Kit

INHALATION: Irritant 10 rvespiratory system.

INGESTION: Chemical burn to digestive system.

SKIN: Not classified as a skin absorbent. Coatac!
gmh skin may cause dermatitis, possible chemical
ura.

EYES: Irritation to eyes. Can possibly burn eye
surfaces.

LISTED
CARCINOGENS: None.
See Section X for Solder alloy data.

T—— 3t

._INHALATION Remove to fr

[ i
I.

ai

INGESTION Do not induce vomiting. Call 2 physician. If conscious,
give milk or water to dilute.

SKIN Wash thoroughly with soap and water. If a rash develops,
CONTACT call a physician.

EYE Flush with water for at least 15 minutes. Get medical
CONTACT attention.

i

\ STABILITY CONDITIONS None.

STABLE: X UNSTABLE: TO AVOID
INCOMPATABILITY Nomne.

(Materials to Avoid)

HAZARDOUS Hydrogen chloride. zine oxide.
DECOMPOSITION PRODUCTS

HAZARDOUS POLYMERIZATION CONDITIONS None,
WILL OCCUR: WILL NOT OCCUR: X TO AVQOID
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53682 Lead Free Solder & Flux XKit

STEPFS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Contain spill. Absorb, sweep—up dispose. Flush
chemical sewe¢r. Neutralize if npeceugry. area with water 10

WASTE
DISPOSAL

Musi be in accordance with Federal, State and Local Laws and
Regulations

RESFIRATORY Veni work siation properly. Otherw
approved mask.

EYEWEAR Chemical safety plasses.
CLOTHING/ Regular protection equipment normally used in a soldering
GLOVES operation. Acid resisiant gloves.

VENTILATION Maintaiz air flow away from user so ihal the TLV is never
exceeded.

S AN W bt el
PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING

Wash hands thoroughly after handling. Store flux in closed containers
at ambient conditions.

CONTAINS ACID - HANDLE WITH CARE.
Remove and wash coniaminated clothing before re=use.

DTHER PRECAUTIONS:

Containers: Since empty coniainers may retain product residucs_
(vapor, liquid, or solid) al labeled hazard precautions
must be observed. FOR INDUSTRIAL USE ONLY.
KEEP OUT OF REACH OF CHILDREN, DO NOT

TAKE INTERNALLY,
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53982 Lead Free Solder & Flux Kii

NOTE:

OBSERVE GOOD INDUSTRIAL HYGIENE PRACTICES AS REQUIRED FOR
AN ACID MATERIAL.

HEALTH HAZARD DATA: (comtinped)
Overexposure (o TIn: Duss or fume may cause irritation of the skin

mucous membranes, and may result in a Dbenign
preumoconiosis {stannosis).

Overexposure to SILVER: May cause discoloration of eyes and skin,
{argyria),
—————— ~ REGULATORY INFORMATION ——w—==-—

Toxic Subsiance Control Act (TSCA) Status .
All ingredients of this product are listed on the TSCA inveniory.

SARA TITLE III (Seetion 313) .
Components present in this product at a level which could require
reporting under ihe statute are ' .

Silver — Hydrochloric Acid




